
EN User manual for shower fan AV07 
Dear customer, we would like to thank you for purchasing our 
product. To ensure that the product serves you safely and to 
your full satisfaction, please read and follow the following instructions. This 
will prevent misuse or damage to the product. Avoid unprofessional handling of the 
equipment and always follow the general principles for the use of electrical appliances. 
The product is intended for use in the home or indoors. Avoid contact with liquids. 
Keep the instruction manual. 
 
General information 
The fan must be professionally installed. The power supply to the fan must be in 
accordance with the applicable standards. Do not place the fan in areas of elevated 
temperature. It is not intended for environments where flammable or explosive gases 
may be present. For indoor use only. Suitable for kitchens, shops, toilets, bathrooms, 
showers etc. The fan can be retrofitted with Solight AV-K01 check damper.  
 
Specifications 
 

 
 
 
 
 
 
 
 
 
 
 
Parameter AV04 AV05/T AV06/T AV07 
A (mm) 90 90 90 90 
B (mm) 155 140 158 140 
C (mm) 17 33 34 33 
D (mm) 85 120 95 120 
E (mm) 55 87 61 87 
F (mm) 97 98 98 98 
Voltage 230 V 230 V 230 V 230 V 
Frequency 50 Hz 50 Hz 50 Hz 50 Hz 
Power 13 W 13 W 13 W 13 W 
Air delivery 62 m3 62 m3 62 m3 62 m3 
Noise 39 dB 39 dB 39 dB 39 db 

 



L - phase wire - to red wire 
N - zero wire - to blue wire 
T - switched phase - to black wire 

  

Wiring diagram for the variant with  
with a timer: 

 

 

Timer 
For models with a timer it is possible to set a delayed shutdown value of 1, 5, 10, 15 
or 20min. The setting is made on the circuit board, which is under the main panel, 
using a fine screwdriver.  

Installation 

 

 

 

 

 

 

 

 

The product is equipped with two holes for power cable routing. A hole for the side 
power cable routing or a hole for hidden cable routing under the fan body.  

The product has been issued with a CE declaration of conformity in accordance with the applicable regulations. On request from 
the manufacturer: info@solight.cz. Manufacturer: Solight Holding, s.r.o., Na Brně 1972, Hradec Králové 500 06, Czech Republic.  

Wiring diagram for the variant 
without timer: 
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